
®

Simplify Your System, 
Strengthen Your Stand

Reduce Complexity and Risk
Eliminate the 100+ moving parts found in traditional drive 
systems—no more chains, sprockets, clutches, or shafts to 
maintain or fail during planting.

Precision on Every Row
An electric motor on each row allows for independent 
control, automatically adjusting meter speed to  
maintain consistent population through turns, contours, 
and terraces.

Maintenance-Free Durability
Built with a robust, sealed design, electric drives are 
maintenance-free, providing season-after-season  
reliability with zero daily upkeep.

Universal Compatibility
Works with virtually any brand or style of seed meter—
including tough-to-pull finger meters—offering versatility 
without compromise.

Electric Drives That Do More

Electric drives provide precision planting control 
with individual row shutoffs to reduce overlap, 
seed waste, and plant crowding. Each row 
 operates independently, allowing for seamless 
variable rate planting or prescription-based  
population adjustments across the entire planter. 

With both SureDrive® 
from AgLeader 
and vDrive® from 
Precision Planting, 
you get built-in turn 
compensation that 
automatically adjusts 
meter speed on each 

row—maintaining consistent population through 
curves, contours, and terraces to deliver uniform 
stands and maximize yield potential.

ELECTRIC 
DRIVES

Learn more at precisionplanting.com
*Based on 16 row planter. **AGCO Crop Tours. DeltaForce®, vDrive® and Precision Planting® are registered trademarks of Precision Planting LLC. All other trademarks are the property of their 

respective owners. ©2018 Precision Planting LLC.

Inside of the curve showing how close plants are planted together 
yielding a 51.5 bu/A loss.

See the difference in spacing that occurs without turn compensation 
on a planter and how that impacts yield.**

In this study, ears were harvested from 1/1,000 of 
an acre from the inside of the curve, the outside of 
the curve and the middle of the curve planted with a 
planter equipped with a hex shaft.

The outside of the curve had a 69.5 bu/A loss and the 
inside of the curve had a 51.5 bu/A loss. The center had 
a large gain in yield since it was planted at the correct 
population and spacing. vDrive accommodates for 
this issue around curves, adjusting population on 
each row to match the speed of the row.

See The Difference

ROW UNIT
CASE IH® 1200/12X5/2000 
HARVEST INTERNATIONAL® LaserPro
JOHN DEERE® 7000/7100/7200/7300/17XX
DB/17X5
KINZE® 2000/3000/4900
PRECISION PLANTING® Ready Row Unit
WHITE® 8000/9000

POWER REQUIREMENTS
1.25 Amp/Row 
2.25 Amp/Row with DeltaForce®
an alternator option is available

MOTOR ASSEMBLY
12V DC electric motor 
gearbox
motor speed sensor
vDrive Module (VDM) in a sealed housing

Specifications

Climate FieldView™ map showing the population difference between 
vDrive’s turn compensation and a typical ground driven system.
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 METER CONTROL
YOUR PLANTER. YOUR METER.

WWW.AGLEADER.COM

Maintenance Free
SureDrive’s robust, 
sealed construction is 
maintenance free for 
durability and reliability.

Turn Compensation
SureDrive® automatically adjusts meter speed 
on each row to keep a consistant population 
around turns, contours and terraces. 

Row Section Control
Each SureDrive row also acts as an individual section shut-off, reducing overlap, 
wasted seed and lodged plants. 

Strong & Superior Design 
 e Maintenance free! SureDrive’s robust sealed construction is maintenance free 

for durability and reliability.

 e Versatile to work with any brand or type of seed meter - including                 
hard-pulling finger meters.


